
SEBUT HARGA MEMBEKAL PERALATAN TOTAL STATION BAGI KEGUNAAN  

BAHAGIAN FALAK JABATAN MUFTI NEGERI PULAU PINANG 

 

 

SPESIFIKASI 

 

Bil. Perkara Spesifikasi Aksesori Unit 

1. Total Station 
TOPCONGM-52 
 

Angle Accuracy               : 2” 
Magnification                   : 30x    
Distance Measurement    
(Prism Mode)                   : 4,000m (1 Prism) 
Distance Accuracy           : + (1.5mm+2ppm x D) 
Distance Measurement  
(Non Prism)                      : 500m 
Distance Accuracy           : + (2mm+2ppm x D) 
Measuring Time               : 0.9sec (Fine) 
LCD Display Unit              : 2 Side 
Operating Time                 : Up to 14hours 
Internal Memory                : 50,000 pts 
Plug-in Memory Device     : USB Flash Memory 
                                             (max 32gb)  
Training                             : 1 Session                                            

Battery (BDC46) 
Battery Charger (CDC68A) 
Power Cable 
Lens Cap 
Lens Hood 
Tool Pouch 
Precision Screwdriver 
Lens Brush 
Hexagonal Wrench 
Cleaning Cloth 
Quick Manual  
CD-ROM 
Laser Caution Sign-Board 
Carrying Case 
2x Heavy Duty Aluminium Tripod 
1x Single Prism Target System in Hard Case 
Prism in Canister 
Single Prism Holder With Target Plate 
Tribrach Adapter With Optical Plummet 
Tribrach  
Carrying case 
1x2.15m Ranging Pole 
1x Mini Prism 
Solar Filter 
Diagonal Eyepiece  
12 Lines Laser Level  
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Bil. Perkara Spesifikasi Aksesori Unit 

2. Total Station 
TOPCONGM-55 
 
 

Angle Accuracy               : 5” 
Magnification                   : 30x    
Distance Measurement    
(Prism Mode)                   : 4,000m (1 Prism) 
Distance Accuracy           : + (1.5mm+2ppm x D) 
Distance Measurement  
(Non Prism)                      : 500m 
Distance Accuracy           : + (2mm+2ppm x D) 
Measuring Time               : 0.9sec (Fine) 
LCD Display Unit              : 1 Side 
Operating Time                 : Up to 14hours 
Internal Memory                : 50,000 pts 
Plug-in Memory Device     : USB Flash Memory 
                                             (max 32gb)    
Training                             : 1 Session                      

Battery (BDC46) 
Battery Charger (CDC68A) 
Power Cable 
Lens Cap 
Lens Hood 
Tool Pouch 
Precision Screwdriver 
Lens Brush 
Hexagonal Wrench 
Cleaning Cloth 
Quick Manual  
CD-ROM 
Laser Caution Sign-Board 
Carrying Case 
2x Heavy Duty Aluminium Tripod 
1x Single Prism Target System in Hard Case 
Prism in Canister 
Single Prism Holder With Target Plate 
Tribrach Adapter With Optical Plummet 
Tribrach  
Carrying case 
1x2.15m Ranging Pole 
1x Mini Prism 
Solar Filter  
Diagonal Eyepiece 
12 Lines Laser Level 
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